Serie 180000 E A.S.C. Plus
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Momento statico massimo al perno torretta Coppia di rotazione Uscita stabilizzatori Larghezza stabilizzatori Pressione Capacita serbatoio olio
Max. static moment at the turret pin Slew torque Outriggers extension Outriggers width Pressure Oil tank capacity
Moment statique max. a I'axe de la tourelle Moment de rotation Sortie de bequilles Largeur des bequilles Pression Capacité du reservoire de I'huile
Max. statisches ubmoment am kransaulenbolzen Drehmoment Breite der Absttitzung Gesamtbreite der Abstiitzung Druck Oil tank inhalt
daN*m (Ib*ft) daN*m (Ib*ft) mm (ft) mm (ft) bar (psi) L (us gal)
171000 (1237080) 11000 (79580) 4920+4920 (16’ 2" + 16" 2") 12070 (39’ 7) 300 (4270) 450 (118)
E3 E4 E5 E6 E6JIB E6JIB3 E6JIB4

Sbraccio idraulico

Hydraulic boom lenght P G o = ) GE ) qn e ) Qv
Longueur du bras hydraulique m (ft) 9.48 (31" 1") 11.63 (38' 2") 13.85 (45’ 5") 16.38 (63" 9") 31.61(103'8") | 35.88(117'9") | 39.56 (129'9")
Hydraulic reichweite

Lunghezza
tzgghheur mm (f) | 6379* (20’ 11”) | 6379* (20’ 11") | 6379* (20’ 11") | 6379* (20’ 11") | 9354 (30’ 8") 9354 (30’ 8") 9354 (30’ 8")
Gesambreite

Larghezza
Width
Largeur
Breite

mm (ft) 2458 (8" 17) 2458 (8" 1") 2458 (8' 1) 2458 (8" 1") 2458 (8" 1") 2458 (8" 1") 2458 (8" 17)

Altezza

:ZBZLr mm (ft) 2710 (8" 117) 2710 (8" 117) 2710 (8' 117) 2710 (8" 117) 2764 (9" 1") 2764 (9" 17) 2764 (9'1")

Hohe

Peso (senza olio e montaggio)
Weight (without oil and fitting)
Poids (sans huile et montage
Gewicht (ohne Oil und ohne)

—__ CORMACH

o4

Kg (lbs) | 16310 (35900) | 16840 (37050) | 17370 (38294) | 17750 (39050) | 19790 (43630) | 19970 (44026) | 20170 (44467)

*Gru in versione richiudibile: 3485 mm (11" 5”), *Crane foldable behind the cabin: 3485 mm (11’ 5), *Grue repliable en position route: 3485 mm (11’ 5”)




E3 kg 30000 22450 14750
: Ibs 66139 49494 32518
kg 50000% 29000 18000
Ibs 110231% 63930 39683

E4 kg 30000 21800 14250
S5 |bs 66139 48061 31407
kg 50000% 28200 17400 11900
Ibs 110231% 62170 38360 26235
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E5 kg 21400 13800 9700
Ibs 47178 30423 21385
kg 50000% 27800 17000 11450
Ibs 110231% 61288 37478 25243

E6 kg 30000 20000 12900 9060
: Ibs 66139 44092 28440 19974
kg 50000% 26000 15950 10650 7760
Ibs  110231% 57320 35164 23479 17108
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E6J|B4 kg 4200 2900 1850 880
- Ibs 9240 6380 4070 1940

kg 3550 2400 1250 680

Ibs 7810 5280 2750 1500
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* Su gancio fisso (opzione) / On fixed hook (option) / Sur crocket fixe (option) / Auf festem Haken (option)
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